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REF.     DISTANCE            DESCRIPTION

Date: 10-07-09
Party Chief:  Wilcoxen
Crew:  Finney
Type of Marker: Survey Marker nail over brass plug 5" down
Method of Establishment: County: 4-22-1997
IN S.P.C. E Zone, NAD 83 
Name: 17051701
N:  519 463.730 0(m)
E:    71 929.997 0(m)
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Cut 'x' SE bolt of aluminum pole base

Cut 'x' SE bolt of aluminum pole base

Cut 'x' SW bolt of aluminum pole base

Cut 'x' SE bolt of concrete light base

Mag nail w/brass washer S PwP #109-181 BA   12" up

Original post set 1821 by Laughlin with witnesses: 12" beech N 10 E 18 links; 16" hickory S 29 E 20 links. Legal by 
Wilson 8-1854 per Lawrence Township Legal Survey Book p.8 called corner 'F' stone. Survey does not indicate 
whether stone set or found.  Legal by Voorhis 6-1869 per Lawrence Legal Survey Book p. 34 called 'old'. No 
distance to corner given. Reference dated 1950's called stone.  8-2-72 SeFranka called stone fd 2" down.  Cripe 
tie dated 1974-1975 called ½" rebar.  Cripe tie same as 8-2-72 SeFranka tie.  7-8-1974 Cripe job #7401 called 
stone fd 18" down. ¾" rebar set over stone. "Masthead" plat by Cripe job #75005-10100 called stone fd 1.5' dn 
with 5/8" rebar set over stone. 4-24-75 Fortner called iron pin over stone.  8-10-79 Bruer called ½" iron pin over 
stone. Excavated 9-18-81 5/8" rebar with an aluminum cap set in place of pin over stone.  Excavated again on 
5-5-82 by Cleveland. High pt of stone directly under steel rebar.   Stone removed and Harrison set in place.  
3-25-94 Harrison removed due to construction, and brass plug in steel box was set.  Retied 4-29-1997 by Kiste.  
Retied 5-19-2002 by Wilcoxen.  Retied 10-07-09 by Wilcoxen. 


